Wiring, Printed - Component

See General Information for Wiring, Printed - Component

D M ELECTROMIC INTERNATIONAL LTD E332056
R 803, CHEVALIER HSE
45-51 CHATHAM RD SOUTH
TSIM SHA TSUI
KOWLOOMN, HOMG KONG
Cond Width Max Max
Min Cond 55/ Area Solder Oper Meets C
Min Edge Thk DS/ Diam Limits Temp Flame UL796 T
Type mmi{in) mmiin) mic{mil) DSO  mmi(in) C sec C Class DSR |
Flexible printed wiring boards, flammability only Recognition.
DM-F1 - - - Ds |- 260 | 20 V-0 |-
Multi-layer printed wiring boards.
DM-2A | 018 (0.007) | 0.53 (0.027) | 17 (0.67) DS | 254 (1.0) | 270 | 10 | 130 | v-0 | All
DM-2A1 | 0,075 (0.003) | 0.1 (0.004) | 17 (0.67) Inu68 | DS | 76.2 (3.0) | 288 | 20 | 130 | V-0 | AN
DM-2A2Z | 0.1 (0.004) 0.1 (0.004) |17 (067) Inte8 | DS | 76.2 (3.0) | 288 | 20 | 115 | V-0 | Al 3
DM-2A3 | 0.075(0.003) | 0.7 (0.004) | 17 (067) Int6E | DS | 50.8(2.0) | 288 | 20 | 130 | V-0 | Al
DM-2A4 | 0.075(0.003) | 0.7 (0.004) | 17 (0.67) Int6E | DS | 76.2 (3.0) | 288 | 20 | 130 | V-0 | Al 3
DM-2A6 | 0.075(0.003) | 0.1 (0.004) | 17 (067) Int6E | DS | 50.8(2.0) | 288 | 20 | 130 | V-0 | Al
DM-2A7 | 0.1 (0.004) 0.26 (0.070) | 17 (0.67) Int204 | DS | 76.2 (3.0) | 288 | 20 | 130 | V-0 | AN
Multilayer Printed Wiring Boards.
DM-2A5 | 0.075(0.003) | 0.7 (0.004) | 17 (067) Int6E | DS | 508 (2.0) | 288 | 20 | 130 | V-0 | Al
Single layer printed wiring boards.
DM-1A | 0.075(0.003) | 0.1 (0.004) | 17 (0.67) DS | S08(20) | 288 | 20 | 130 | V-0 | Al
DM-1A1 | 0.075(0.003) | 0.7 (0.004) | 17 (0.67) DS | S0.8(2.00 | 288 | 20 | 130 | V-0 AN
DM-1A2 | 0.075(D.003) | 0.7 (0.004) | 17 (0.67) DS | S08(20) | 288 | 20 | 130 | V-0 | Al 3
DM-1A3 | 0.1 (D.004) 0.1 {0.004) 17 (067 D5 | S08{2.0) | 288 | 10 | 130 | v-D All 0
Single Layer Printed Wiring Boards.
DM-1A4 | 0,075 (0.002) | 0.7 (0.004) 17 (0.67) DS | 508200 | 288 | 20 | 130 | V-O All




